
Features
•  Retro design with iconic JBL styling and vintage Quadrex 

foam grille in a choice of three colors: black, burnt orange or  
dark blue

•  Genuine walnut veneer enclosure with black painted front 
and rear panels

•  12-inch (300mm) pure pulp cone woofer

•  5.25-inch (130mm) polymer-coated pure pulp cone 
midrange

•  1-inch (25mm) titanium dome tweeter with soft surround

•  Bass-reflex design with front-firing port

Specifications

Description 3-way Bookshelf Loudspeaker

Low-frequency Transducer 12-inch (300mm) Aqua-plas® coated 
pure pulp cone woofer

Mid-frequency Transducer 5.25-inch (125mm) pure pulp cone 

High-frequency Transducer 1-inch (25mm) titanium diaphragm/soft 
surround dome tweeter

Design Bass-reflex via front-firing port

Frequency Response 40Hz – 40kHz (-6dB)

Sensitivity 90dB (2.83V/1m)

Power Handling 25 – 200 Watts RMS

Crossover Frequencies 450Hz, 3.5kHz

Impedance 4 Ohms

Controls Attenuators for MF and HF drivers

Connectors Five-way gold-plated binding posts

Dimensions (H x W x D) 25.06 x 15.34 x 14.625 inches 
(636.52 x 389.64 x 371.48mm)

Weight 58.5 lbs (26.7kg)

Finish Genuine walnut veneer enclosure with 
Quadrex foam grille in a choice of black, 
burnt orange or dark blue
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