
A Modern Classic
For more than 70 years, JBL has been a pioneer in the art of sound reproduction. In 1970, JBL released the original L100 
loudspeaker, a consumer version of the immensely popular JBL 4310 Pro Studio Monitor. Over the years, the iconic L100 
became JBL’s best-selling loudspeaker of all time.

JBL L100 Classic 3-Way Bookshelf Loudspeaker
Now, with the new L100 Classic, a legend is reborn. The retro design with iconic JBL styling and a vintage Quadrex foam 
grille pays homage to its predecessor’s storied legacy. All-new drivers, crossover network and advanced transducer 
technology take the performance attributes original L100 owners loved -- exceptional dynamic range, crystal-clear 
effortless high output, and high-impact bass -- and elevate them to the highest 21st century audio standards.

L100 Classic
3-Way 12-inch (300mm) Bookshelf Loudspeaker
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Features
•  Retro design with iconic JBL styling and vintage 

Quadrex foam grille in a choice of three colors: black, 
burnt orange, and dark blue

•  Genuine walnut veneer enclosure with black painted 
front and rear panels

•  12-inch (300mm) JW300PW-8 pure pulp cone woofer

•  5.25 inch (130mm) 105H-1 polymer-coated pure pulp 
cone midrange

•  1-inch JT025Ti1 titanium dome tweeter with soft surround

•  Bass-reflex design with front-firing port

•  Adjustable mid- and high-frequency level controls

•  Recommended JS-120 speaker stands sold separately 
in pairs

Specifications
  Description: 3-Way Bookshelf Loudspeaker
 Impedance: 4 Ohms
  Recommended Amplifier Power: 25-200 Watts RMS
  Sensitivity (2.83V/1m): 90dB
  Frequency Response: 40Hz-40kHz (-6dB)
  Crossover Frequencies: 450Hz, 2.5kHz
  Controls: Attenuators for MF and HF drivers
  Connector Type: Five-way gold plated binding posts
  Finish: Genuine walnut veneer enclosure
  Dimensions (H x W x D): 25.1" x 15.3" x 14.6" (637mm x 390mm x 372mm)
  Weight: 58.5 lbs (26.7kg) each
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